
Paradise Food Industries

RESULTS/BENEFITS
Cavanna succeed in providing a packaging 
�V�R�O�X�W�L�R�Q�� �D�E�O�H�� �W�R�� �F�R�P�E�L�Q�H�� �D�O�O�� �W�K�H�� �G�L�ª�H�U�H�Q�W��
product sizes and slug compositions with a 
high line performance. 

The system can handle slugs with a length 
of more than 200 mm at a speed of 150 
ppm (almost 5.000 biscuits ppm). The 
speed itself proves the top class quality of 
this wrapping line.
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CHALLENGES
�3�D�U�D�G�L�V�H���Q�H�H�G�H�G���D�Q���D�X�W�R�P�D�W�H�G���D�Q�G���®�H�[�L�E�O�H���O�L�Q�H���W�R���S�U�R�S�H�U�O�\���K�D�Q�G�O�H���D�Q�G��
�Z�U�D�S���E�L�V�F�X�L�W�V���R�I���G�L�ª�H�U�H�Q�W���V�L�]�H�V���V�W�D�Q�G�L�Q�J���R�Q���H�G�J�H�����%�H�V�L�G�H�V�����W�K�H���¬�Q�D�O���S�D�F�N��
�F�R�P�S�R�V�L�W�L�R�Q�V���U�H�T�X�H�V�W�H�G���Z�H�U�H���R�I���G�L�ª�H�U�H�Q�W���V�O�X�J���G�L�P�H�Q�V�L�R�Q�V�����D�F�F�R�U�G�L�Q�J���W�R��
the type of product. 

�+�R�Z���W�R���K�D�Q�G�O�H���D�Q�G���S�D�F�N���D�O�O���G�L�ª�H�U�H�Q�W���V�L�]�H�V���Z�L�W�K���M�X�V�W���R�Q�H���Z�U�D�S�S�L�Q�J���O�L�Q�H�"

SOLUTIONS/STRENGTHS
�7�R�� �V�X�S�S�O�\�� �W�K�H�� �E�H�V�W�� �S�D�F�N�D�J�L�Q�J�� �V�R�O�X�W�L�R�Q�� �I�R�U�� �W�K�H�� �F�X�V�W�R�P�H�U���� �&�D�Y�D�Q�Q�D��
designed a line equipped with:

�2�Q�F�H�� �E�L�V�F�X�L�W�V�� �D�U�H�� �R�X�W���R�I�� �W�K�H�� �R�Y�H�Q���� �W�K�H�\�� �D�U�H�� �F�R�Q�Y�H�\�H�G�� �W�R�� �W�K�H�� �Z�U�D�S�S�L�Q�J��
line in lane of 14/16/18 depending on size. Then a lane reducer halves 
lanes to 7/8/9. Afterwards a conveyor belt transports the canalized 
�O�D�Q�H�V�� �E�H�W�Z�H�H�Q�� �W�K�H�� �J�X�L�G�H�V�� �W�R�Z�D�U�G�V�� �W�K�H�� �V�W�D�F�N�L�Q�J�� �V�\�V�W�H�P���� �W�\�S�H�� �p�6�W�D�U��
�:�K�H�H�O�q���� �:�K�H�Q�� �S�U�R�G�X�F�W�V�� �D�U�H�� �V�W�D�F�N�H�U�H�G���� �D�� �E�X�ª�H�U�L�Q�J�� �F�R�Q�Y�H�\�R�U�� �F�D�U�U�L�H�V��
�W�K�H�P���W�R���Y�L�E�U�D�W�R�U�\���F�K�D�Q�Q�H�O�V�����Z�K�L�F�K���D�U�H���L�Q�V�H�U�W�L�Q�J���W�K�H���E�L�V�F�X�L�W�V���L�Q�W�R���W�K�H���6�%�)��
�O�R�D�G�H�U�����D�Q���D�X�W�R�P�D�W�L�F���V�O�X�J���I�H�H�G�H�U�����7�K�L�V���G�H�Y�L�F�H���L�V���D���Y�R�O�X�P�H�W�U�L�F���S�R�U�W�L�R�Q�L�Q�J��
�V�\�V�W�H�P���Z�K�L�F�K���F�D�Q���E�H���V�H�W���W�R���W�K�H���G�H�V�L�U�H�G���V�O�X�J���O�H�Q�J�W�K�����X�S���W�R�����������P�P����
�,�W���L�V���H�T�X�L�S�S�H�G���Z�L�W�K���W�H�Q���Y�H�U�W�L�F�D�O���P�D�J�D�]�L�Q�H�V�����H�D�F�K���R�Q�H���W�R���F�R�O�O�H�F�W���R�Q�H���O�D�Q�H��
of products coming from the conveying system upstream. 
�7�K�H�Q�����E�L�V�F�X�L�W�V���S�D�V�V���W�K�U�R�X�J�K���D�������‹���K�L�J�K���V�S�H�H�G���W�U�D�Q�V�I�H�U���X�Q�L�W���D�Q�G���W�K�H�\���D�U�H��
conveyed to the wrapping machine Cavanna Zero 5 NKZ.

CASE HISTORY

LANE REDUCER

“STAR WHEEL” STACKING SYSTEM

SBF LOADER

HIGH SPEED TRANSFER UNIT

CAVANNA Zero 5 NKZ WRAPPER
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THE PRODUCT


